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Power Solutions

C:D° DYNASTY, m

41-9028

LONG
DURATION
TEL SERIES

Valve Regulated Lead Acid (VRLA) Battery Series
Designed for Telecom Power Applications

APPLICATIONS FEATURES & BENEFITS
e Customer Premise e Telecordia certified life exceeded e | ow-profile terminals with threaded
e Broadband 10 years. copper alloy inserts for reduced
. e Telecordia tested and qualified to meet height, reduced maintenance
e Wireless all SR-4228 requirements. and increased safety.
* PBX o Flame-arresting, one-way pressure-relief ~ * Front Access threaded copper alloy
vent for safety and long life. inserts on TEL12-105F & TEL12-105FS
* Repeaters / N & TEL12-150F,

® Thermally welded case-to-cover
bond to ensure a leak-proof seal.

Fixed Wireline o Multicell design for ease of

installation and maintenance.
e Flame-retardant polypropylene case

and cover compliant with UL94 V-0
with an Oxygen Limiting Index of
greater than 28.

e Absorbent Glass Mat (AGM)
technology for efficient gas
recombination 99% plus.

e Complies with UL1778, 924,
1989 and 94 V-0.

e UL-recognized component.

e Not restricted for air transport -
Classified as non-hazardous material,
complies with IATA/ICAO Special
Provision AG7.

e Not restricted for surface transport -
Classified as non-hazardous material,
complies with DOT-CFR Title 49 parts
171-189.

¢ Not restricted for water transport -
Classified as non-hazardous material,

* Can be used in any orientation. Upright, complies with IMDG exception 238.

side or end mounting recommended.

TECHNICAL DATA
Ampere Hour Capacity to 1.75 Volts per Cell @ 77°F (25°C)
Operating Time in Hours Weight | Weight

Model #Cells/Voltage | 1 2 3 4 5 6 7 8 10 12 20 24 72 | 100 Ibs kg
TEL12-30 (*SLC)|6 Cells / 12 Volts| 22.1 | 25.9 | 276 | 28.6 | 29.1 | 29.5 | 299 | 304 | 31.1 | 31.8 | 33.0 | 33.2 | 33.8 | 34.0 27.3 12.4
TEL12-45 (*SLC)|6 Cells / 12 Volts| 31.5 | 37.0 | 39.6 | 410 | 423 | 434 | 444 | 455 | 469 | 478 | 500 | 504 | 51.8 | 52.0 40.6 18.4
TEL12-70 6 Cells /12 Volts| 46.8 | 55.0 | 569.5 | 62.2 | 64.3 | 66.0 | 67.5 | 691 | 71.0 | 721 | 75.0 | 75.6 | 77.8 | 78.0 55.8 25.3
TEL12-80 (*SLC)|6 Cells / 12 Volts| 53.8 | 63.0 | 67.8 | 70.0 | 725 | 75.0 | 77.0 | 79.0 | 814 | 83.0 | 88.0 | 88.3 | 91.0 | 92.0 66.6 30.2
TEL12-90 6 Cells /12 Volts| 60.0 | 69.6 | 75.0 | 79.0 | 81.0 | 83.7 | 85.8 | 87.6 | 90.8 | 93.5 | 100.0 | 101.0 | 103.5 | 104.0 74.5 33.8
TEL12-105F/**FS|6 Cells / 12 Volts| 66.3 | 77.6 | 846 | 89.2 | 925 | 954 | 98.0 | 100.0 | 102.0 | 104.2 | 109.0 | 110.4 | 118.0 | 119.0 | 84.9 38.5
TEL12-125 6 Cells /12 Volts| 87.5 | 98.0 | 108.0 [ 1136 | 118.0| 121.2 | 123.5| 126.0 | 128.0 | 130.0 | 134.8 | 136.3 | 144.7 [ 146.0 | 102.3 46.4
TEL12-150F 6 Cells / 12 Volts| 100.0 | 122.4 | 129.6 | 135.6 | 140.5| 1446 | 147.7 | 151.2 | 155.0 | 158.4 | 168.0 | 170.0 | 172.0 [ 174.0 | 124.6 56.5
TEL6-180 3 Cells /6 Volts | 120.0 | 137.0 | 150.0 | 156.8 | 162.0| 168.0 | 172.2 | 175.5 | 181.0 | 186.5 | 200.0 | 20.1 | 207.4 | 208.0 74.5 33.8

*(SLC) battery includes cable assembly

**TEL12-105 F & FS have similar capacity. F handle length is 0.56 inches (14.3 mm) longer than FS handle.

TEL12-105F/ FS and TEL12-150F Rope handles standard with Front Access. TEL12-90 & TEL6-180 Optional handles p/n HNDL 19176 ($2.00 ea.) available.
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SPECIFICATIONS

Operating Temperature Range
with temperature compensation

Discharge: -40°F (-40°C) to +160°F (71°C)
Charge: -10°F (-23°C) to +140°F (60°C)

Nominal Operating Temperature Range

+74°F (23°C) to +80°F (27°C)

Current Limit

Recommended Maximum Charging

C/5 amperes @ 20 Hr rate

Electrolyte

Absorbed 1.300 SG H*SO.

Float Charging Voltage

13.5to 13.8 average per 12V unit (6.75 to 6.90 per 6V unit) @ 77°F (25°C)

Maximum AC Ripple (Charger)

0.5% RMS or 1.5% P-P of float charge voltage recommended for best results.

Self Discharge

Up to 6 months at 77°F (25°C) then a freshening charge is required. Batteries stored at
temperatures greater than +77°F (25°C) will require recharge sooner than batteries stored
at temperatures less than +77°F (25°C). See C&D Brochure 41-7272, Self-Discharge and
Inventory Control for details.

Equalize charge or Freshening Charge
at Installation (24 hours maximum)

14.40 to 14.80 VDC average per 12V unit @ 77°F (25°C) (7.20 to 7.40 VDC per 6V unit.)

Terminal: Inserted

Threaded copper alloy insert terminal to accept:

10-32 UNF % inch long screws for (TEL12-30 & TEL12-30SLC) & (TEL12-45 & TEL12-45SLC)
1/4-20 UNC % inch long screws for (TEL12-70, TEL12-80, TEL12-80SLC, TEL12-90,
TEL12-105F, TEL12-105FS, TEL12-125 & TEL12-150F, TEL6-180)

Inserted Copper Alloy Terminal
Hardware Initial Torque
(Annual Re-Torque @ 80%)

25 in.-Ibs. (2.8 N-m) (TEL12-30 & TEL12-30SLC) and (TEL12-45 & TEL12-45SLC)
110 in.-Ibs. (12.4 N-m) (TEL12-70, TEL12-80, TEL12-80SLC, TEL12-90, TEL12-105F,
TEL12-105FS, TEL12-125 & TEL12-150F, TEL6-180)

Inter-unit connector provided with
TEL12-105F/ FS and TEL12-150F

Part Number - 150-24732

Terminal Protectors:

UL94 VO Terminal protectors available

DIMENSIONS

Battery Termination

| —| == TEL12-30(SLC) TEL12-45(SLC) TEL12-70 TEL12-80(SLC)
[ X
il I}
FRONT
FRONT ACCESS SIDE Access | u
END
! s I
EY = #10-32 UNF
F
o R S
—— 55 o =
A B c D E F
Inches |Inches | Inches | Inches |Inches |Inches
Model (mm) | (mm) | (mm) | (mm) | (mm) | (mm)
777 | 754 | 519 [ 502 | 652 | 6.80 ” . . - .
TEL1230 (SLO) | (157.4) | (191.4) | (1319) | (127.6) | (168.7) | (172.7) TEL12-90 TEL12-105F/FS & TEL12-150F TEL12-125 TEL6-180
. 899 | 886 | 548 | 531 | 7.89 | 8.07
TEL12-45 (*SLC) | (228 3) | (225.1) | (139.2) | (134.8) | (200.3) | (205.1)
10.26 |10.17 | 6.83 | 6.65 | 7.89 | 8.01
TEL12-70 (260.5) | (258.4) | (173.4) | (168.9) | (200.3) | (203.5) _ | laass]
<
. 1204 | 1195 | 6.83 | 665 | 7.94 | 8.06 ) ] 0 ’
TEL12:80 ('SLC) | (305.8) | (303.5) | (173.4) | (168.9) | (201.6) | (204.8) 1373 731, weaounc %@”‘”WM
13.42 (1275 | 6.80 | 654 | 8.40 | 852
TEL12-90 (340.9) | (323.7) | (172.7) | (166.0) | (213.2) | (216.4) € - %
2251 | 2081 | 494 | 483 | 729 | 9.0 —]—@ i
TEL12-105F™ |571 80)| (528.5) | (125.5) | (122.7) | (185.2) | (228.6) g LEN
X i
e | 2195 (2081 | 494 | 483 | 729 | 90
TEL12-105FS™ | 557 50)| (528.5) | (125.5) | (122.7) | (185.2) | (228.6)
1357 | 1274 | 6.80 | 6.63 |10.81 | 10.93
TEL12125 (344.7) | (323.6) | (172.7) | (168.4) | (274.5) | (277.7)
2195 | 2081 | 494 | 483 [1078 |1253
TEL121150F™ (557 50)| (528.5) | (125.5) | (122.7) | (273.8) | (318.3)
1263 | 1251 | 697 | 683 | 8.82 | 8.94
TEL6-180 (320.8) | (317.8) | (177.0) | (173.4) | (224.0) | (227.2)

Note: All dimensions are for reference only. Lug & hardware dimensions not included. Contact a C&D Representive for additional dimension information.*(SLC) battery includes cable assembly
TEL12-105F, TEL12-105FS & TEL 12-150F are Front Access Batteries.
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TEL1 2'30 (*SLC) SPEC'F'CAT'ONS * TEL12-30 SLC CABLE CONNECTORS ARE RATED FOR ONLY 11 AMPS DISCHARGE
Battery Capacity Battery Capacity Maximum Discharge Short Circuit Ohms Impedance
Current Current 60Hz (Q)
30.5 Ah @ 8 hour rate to |IEC Rating: 29.1 Ah @ 500 Amperes 2150 Amperes 0.0100
1.75 v/c @ 77°F (25°C) 10 hour rate to 1.80 v/c (*SLC-11 Amps) @ 0.1 Second Ohms
@ 68°F (20°C)

TEL12-30 & TEL12-30SLC RATINGS

End Point Constant Current Discharge Ratings - Amperes @77°F(25°C)
Volts/Cells Operating Time to End Point Voltage (in hours)
1.00 | 200 | 3.00 | 4.00 | 500 | 6.00 | 7.00 | 8.00 | 10.00 | 12.00 | 20.00 | 24.00 | 72.00 | 100.00
1.75 2210 | 1295 | 920 | 715 | 582 | 492 | 427 | 380 | 3.11 265 | 165 | 1.38 | 047 | 0.34
1.80 21.00 | 1240 | 880 | 690 | 562 | 474 | 412 | 368 | 302 | 258 | 1.61 135 | 046 | 033
1.85 19.60 | 11.60 | 8.40 | 6.63 | 540 | 456 | 396 | 353 | 292 | 250 | 155 | 130 | 044 | 0.32
1.90 1850 | 11.05 | 803 | 635 | 522 | 4.41 384 | 3.41 282 | 241 150 | 1.25 | 042 | 031

Note: Batteries to be mounted with 0.5 in. (1.25 cm) spacing minimum allowing free air ventilation. Specifications subject to change without notification.
The above ratings do not include connector voltage drops.

RING TERMINAL 250 .D. 470 0. RING TERMINAL 2650 1. 5350 0.
#16-14 HD "VOLTREX" OR #42751-2 "AMP" OR EQUIVALENT AMP/TYCO P/N 61844 - 1 OR EQUVALENT

2REQD. (WITH INSULATION SUPPORT) 2REQD. (WITH INSULATION SUPPORT)
| 2550
BLACKTHERMOPLASTIC INSULATED

SLACKTHERNOPLASTIC NSULAED
SO TG NSILATON oo s e 205 T0ANG STRANDED WIRE UL STYLE 1015,1230,08 1569 (0

BNF 100 POLYOLEFIN INS.DIA. 200 MAX.
SHRINK TUBING FLAME.
R
j 0375
[

30.50 N

—] o375 AFTER SHRINKAGE

VOLTREX PVC TYPEVW1
105°C PVC 250"
BLACK SHRINK TUBING.

FARDANT 0.25 DIA —

55°C-135°C
TEMPERATURE RANGE

BLACKSHANKTUBING /
03500075

PIN SAT 75 BLACK - PALS - WHAT -VO

BLACK SHAINK TUBING X
025°0DX0.75
P/N SAT 75 BLACK - PALS - WHAT -VO

RED THERMOPLASTIC INSULATED
14 AWG STRANDED WIRE
ULSTYLE 1015,1230 OR 1569 (FR) RED THERMOPLASTIC INSULATED
10 AWG STRANDED WIRE

ULSTYLE 1015,1230,0R 1569 (FR)

RED SHRINK TUBING (FR) INS.DIA. 200 MAX.

2150

025°0DX 07"

PN SAT 75 - RED — PALS - WHAT -VO RED SHRINKTUBING (FR)

TWO POLARITY SYMBOLS OPPOSITE CRIMP 43505376 "AMP" SOCKET
#350777-4"AMP" PLUG (FR)

2650

025°0DX075
P/N SAT 75 - RED - PALS - WHAT -VO
TWO POLARITY SYMBOLS OPPOSITE CRIMP

PART NO. 150-15884 (32564) BLACK SHRINK TUBING 4050.84-1025 MOLEX" PLUG (FR) 1770004 “AMP* SOCKET

150-15959 (32647) GREY SHRINKTUBING OR EQUIVALENT PART NO. 150-15942 (32640) #770017-1 "AMP* PLUG (FR)

TEL1 2'45 (*SLC) SPEC'F'CAT'ONS * TEL12-45 SLC CABLE CONNECTORS ARE RATED FOR ONLY 11 AMPS DISCHARGE
Battery Capacity Battery Capacity Maximum Discharge Short Circuit Ohms Impedance
Current Current 60 Hz (Q )
46.0 Ah @ 8 hour rate to |IEC Rating: 44.4 Ah @ 600 Amperes 2500 Amperes 0.0060
1.75 v/c @ 77°F (25°C) 10 hour rate to 1.80 v/c (*SLC-11 Amps) @ 0.1 Second Ohms
@ 68°F (20°C)

TEL12-45 & TEL12-45SLC RATINGS

End Point Constant Current Discharge Ratings - Amperes @77°F(25°C)
Volts/Cells Operating Time to End Point Voltage (in hours)
1.00 | 2.00 | 3.00 | 400 | 500 | 6.00 | 7.00 | 8.00 | 10.00 | 12.00 | 20.00 | 24.00 | 72.00 | 100.00
1.75 31.50 | 1850 | 1320 | 1025 | 845 | 7.23 | 6.34 | 569 | 469 | 398 | 250 | 210 | 072 | 052
1.80 30.00 | 18.00 | 13.00 | 10.00 | 823 | 7.08 | 619 | 553 | 457 | 388 | 245 | 206 | 071 | 0.51
1.85 28.00 | 17.40 | 1270 | 9.88 8.05 6.90 6.00 5.35 4.43 3.75 2.33 1.97 0.69 0.50
1.90 26.20 | 1650 | 1217 | 950 | 7.83 | 6.70 | 5586 | 520 | 427 | 3.60 | 223 | 1.88 | 066 | 0.49

Note: Batteries to be mounted with 0.5 in. (1.25 cm) spacing minimum allowing free air ventilation. Specifications subject to change without notification.
The above ratings do not include connector voltage drops.
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Battery Capacity Battery Capacity Maximum Discharge Short Circuit Ohms Impedance
Current Current 60Hz( Q)
69 Ah @ 8 hour rate to |IEC Rating: 67.2 Ah @ 3100 Amperes 0.0050
1.75 v/c @ 77°F (25°C) 10 hour rate to 1.80 v/c 800 Amperes @ 0.1 Second Ohms
@ 68°F (20°C)
End Point Constant Current Discharge Ratings - Amperes @77°F(25°C)
Volts/Cells Operating Time to End Point Voltage (in hours)
1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00 10.00 12.00 20.00 | 24.00 72.00 | 100.00
1.75 46.80 27.50 19.83 15.55 12.86 11.00 9.64 8.64 7.10 6.01 .78 3.15 1.08 0.78
1.80 44.50 26.80 19.20 14.95 12.30 10.58 9.29 8.38 6.92 5.86 3.66 3.08 1.06 0.77
1.85 41.80 25.50 18.30 14.25 11.90 10.20 9.00 8.05 6.60 5.59 3.58 2.98 1.08 0.75
1.90 39.50 24.20 17.30 13.63 11.30 9.70 8.57 7.73 6.40 5.42 3.43 2.88 0.98 0.71

Note: Batteries to be mounted with 0.5 in. (1.25 cm) spacing minimum allowing free air ventilation. Specifications subject to change without notification.

The above ratings do not include connector voltage drops.

TEL12-80 (*SLC) SPECIFICATIONS

* TEL12-80 SLC CABLE CONNECTORS ARE RATED FOR ONLY 30 AMPS DISCHARGE

Battery Capacity Battery Capacity Maximum Discharge Short Circuit Ohms Impedance
Current Current 60 Hz ( Q)
79 Ah @ 8 hour rate to IEC Rating: 77.5 Ah @ 800 Amperes 3300 Amperes 0.0040
1.75 v/c @ 77°F (25°C) 10 hour rate to 1.80 v/c (*SLC-30 Amps) @ 0.1 Second Ohms
@ 68°F (20°C)
TEL12-80 & TEL12-80SLC RATINGS
End Point Constant Current Discharge Ratings - Amperes @77°F(25°C)
Volts/Cells Operating Time to End Point Voltage (in hours)
1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00 10.00 12.00 | 20.00 | 24.00 72.00 | 100.00
1.75 53.80 31.50 22.60 17.50 14.50 12.50 11.00 9.88 8.14 6.92 4.40 3.68 1.26 0.92
1.80 51.10 29.80 | 21.60 16.95 14.00 12.15 10.69 9.56 7.85 6.70 4.28 3.59 1.24 0.90
1.85 47.00 27.50 | 20.30 16.13 13.40 11.58 10.26 9.13 7.50 6.35 411 3.45 1.19 0.87
1.90 43.00 25.40 18.50 15.00 12.50 10.80 9.50 8.50 6.95 5.93 3.88 3.29 1.14 0.83

Note: Batteries to be mounted with 0.5 in. (1.25 cm) spacing minimum allowing free air ventalation. Specifications subject to change without notification.

The above ratings do not include connector voltage drops.

TEL12-80SLC Cable

RING TERMINAL 250 . 4700 0.

#12-10 HD "VOLTREX" OR EQUIVALENT
2REQD. (WITH INSULATION SUPPORT)

| 200
BLACKTHERMOPLASTIC INSULATED.
10 AWG STRANDED WIRE, UL STYLE 1015, 1230 OR 1569 (FR)
INS. DIA. 200 MAX.

| 1800
AFTER SHRINKAGE ‘

VOLTREX PVC TYPE VW1

112 ‘
VP

(10

b 4
(1) POSITIVE (+)
POLARITY SIGN
WIREWRAP
ON BLACKWIRE
(ADHESIVE LABEL)

105°C PVC 250
it
o300
i
10 AWG STRA

RED SHRINK TUBING
27.00 }
RED THERMOPLASTIC INSULATED.
STRANDED WIRE, UL STYLE 1015, 1230 OR 1569 (FR)
ANDERSON POWER PRODUCTS
#6319G1

INS.DIA. 200 MAX,

PART NO. 150-15942 (32640)
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TEL12-90 SPECIFICATIONS

Battery Capacity Battery Capacity Maximum Discharge Short Circuit Ohms Impedance
Current Current 60 Hz (Q )
88 Ah @ 8 hour rate to |IEC Rating: 85.5Ah @ 3600 Amperes 0.0035
1.75 v/c @ 77°F (25°C) 10 hour rate to 1.80 v/c 800 Amperes @ 0.1 Second Ohms
@ 68°F (20°C)
TEL12-90 RATINGS
End Point Constant Current Discharge Ratings - Amperes @77°F(25°C)
Volts/Cells Operating Time to End Point Voltage (in hours)
1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00 10.00 | 12.00 | 20.00 | 24.00 | 72.00 | 100.00

1.75 60.00 | 34.80 | 25.00 19.75 16.20 13.95 12.26 10.95 9.08 7.79 5.00 4.21 1.44 1.04
1.80 57.00 | 33.00 | 24.00 19.00 156.60 | 13.42 11.86 10.56 8.80 7.58 4.89 413 1.42 1.03
1.85 53.30 | 31.40 | 22.80 18.00 | 15.00 | 12.77 | 11.30 | 10.10 8.44 7.23 4.67 3.96 1.37 0.99
1.90 4950 | 29.85 | 21.67 1713 | 1420 | 12.13 | 10.64 9.50 7.90 6.73 4.34 3.69 1.26 0.92

Note: Batteries to be mounted with 0.5 in. (1.25 cm) spacing minimum allowing free air ventilation. Specifications subject to change without notification. The above ratings do not include connector voltage drops.

TEL12-105F/FS SPECIFICATIONS

Battery Capacity Battery Capacity Maximum Discharge Short Circuit Ohms Impedance
Current Current 60 Hz (Q)
100 Ah @ 8 hour rate to |IEC Rating: 98.1 Ah @ 4000 Amperes 0.0034
1.75 v/c @ 77°F (25°C) 10 hour rate to 1.80 v/c 800 Amperes @ 0.1 Second Ohms
@ 68°F (20°C)
TEL12-105F/FS RATINGS
End Point Constant Current Discharge Ratings - Amperes @77°F(25°C)
Volts/Cells Operating Time to End Point Voltage (in hours)
1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00 10.00 | 12.00 | 20.00 | 24.00 | 72.00 | 100.00

1.75 66.30 | 38.80 | 28.20 | 22.30 | 18.50 | 15.90 14.00 | 12.48 | 10.20 8.68 5.45 4.60 1.64 1.19
1.80 64.70 | 38.10 | 27.80 | 21.90 | 18.20 | 15.65 13.77 | 12.30 | 10.00 8.54 5.36 4.53 1.60 1.16
1.85 61.30 | 36.60 | 26.80 | 21.20 | 17.60 | 15.20 13.30 | 11.88 9.75 8.26 5.18 4.37 1.54 112
1.90 55.10 | 33.30 | 24.50 19.40 | 16.20 | 13.90 12.20 | 10.91 9.00 7.67 4.80 4.04 1.42 1.038

Note: Batteries to be mounted with 0.3 in. (0.75 cm) spacing minimum allowing free air ventilation. Specifications subject to change without notification. The above ratings do not include connector voltage drops.

TEL12-125 SPECIFICATIONS

Battery Capacity Battery Capacity Maximum Discharge Short Circuit Ohms Impedance
Current Current 60 Hz (Q )
127 Ah @ 8 hour rate to |IEC Rating: 123 Ah @ 5000 Amperes 0.0023
1.75 v/c @ 77°F (25°C) 10 hour rate to 1.80 v/c 800 Amperes @ 0.1 Second Ohms
@ 68°F (20°C)
TEL12-125 RATINGS
End Point Constant Current Discharge Ratings - Amperes @77°F(25°C)
Volts/Cells Operating Time to End Point Voltage (in hours)
1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00 10.00 | 12.00 | 20.00 | 24.00 | 72.00 | 100.00

1.75 87.50 | 49.00 | 36.00 | 28.40 | 23.60 | 20.20 | 17.64 | 15.75 | 12.80 | 10.83 6.74 5.68 2.01 1.46
1.80 82.50 | 47.25 | 34.67 27.50 | 22.70 19.50 17.00 15.19 12.40 10.58 6.60 5.58 1.97 1.43
1.85 77.00 | 44.00 | 32.50 26.25 | 21.80 18.67 16.29 14.50 11.90 10.08 6.39 5.40 1.92 1.40
1.90 71.00 | 41.50 | 30.67 24.30 | 20.20 17.20 15.10 13.40 11.03 9.42 6.00 5.08 1.82 1.32

Note: Batteries to be mounted with 0.5 in. (1.25 cm) spacing minimum allowing free air ventilation. Specifications subject to change without notification. The above ratings do not include connector voltage drops.
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TEL12-150 SPECIFICATIONS

Battery Capacity Battery Capacity Maximum Discharge Short Circuit Ohms Impedance
Current Current 60Hz ( Q)
151 Ah @ 8 hour rate to |IEC Rating: 149.4 Ah @ 4610 Amperes 0.0026
1.75 v/c @ 77°F (25°C) 10 hour rate to 1.80 v/c 525 Amperes @ 0.1 Second Ohms
@ 68°F (20°C)
TEL12-150 RATINGS
End Point Constant Current Discharge Ratings - Amperes @77°F(25°C)
Volts/Cells Operating Time to End Point Voltage (in hours)
1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00 10.00 12.00 20.00 | 24.00 72.00 | 100.00

1.75 100.00 | 61.20 43.20 33.90 28.10 24.10 21.10 18.90 15.50 13.20 8.40 7.06 2.39 1.74
1.80 96.50 60.10 42.80 33.70 27.90 23.90 21.00 18.70 15.40 13.10 8.30 6.98 2.37 1.72
1.85 92.80 58.90 | 42.20 | 33.30 27.60 | 23.70 20.80 18.60 15.30 13.00 8.20 6.94 2.36 1.71
1.90 85.30 55.70 | 40.70 | 32.40 27.00 | 23.20 20.40 18.20 15.10 12.80 8.10 6.79 2.31 1.67

Note: Batteries to be mounted with 0.3 in. (0.75 cm) spacing minimum allowing free air ventilation. Specifications subject to change without notification.The above ratings do not include connector voltage drops.

TEL6-180 SPECIFICATIONS

Battery Capacity Battery Capacity Maximum Discharge Short Circuit Ohms Impedance
Current Current 60Hz (Q)
176 Ah @ 8 hour rate to IEC Rating: 171 Ah @ 4350 Amperes 0.0012
1.75 v/c @ 77°F (25°C) 10 hour rate to 1.80 v/c 800 Amperes @ 0.1 Second Ohms
@ 68°F (20°C)
TEL6-180 RATINGS
End Point Constant Current Discharge Ratings - Amperes @77°F(25°C)
Volts/Cells Operating Time to End Point Voltage (in hours)
1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00 10.00 | 12.00 | 20.00 | 24.00 | 72.00 | 100.00

1.75 120.00 | 68.50 | 50.00 | 39.20 32.40 | 28.00 2460 | 21.94 18.10 15.54 10.00 8.42 2.88 2.08
1.80 113.00 | 66.00 | 48.00 | 38.00 31.36 | 27.00 23.70 | 21.20 17.60 15.08 9.70 8.17 2.80 2.03
1.85 106.00 | 62.00 | 45.50 | 36.00 30.00 | 25.80 22.70 | 20.30 16.90 14.50 9.30 7.83 2.73 1.98
1.90 94.00 57.25 | 42.00 | 33.50 27.90 | 24.00 21.10 19.00 15.80 13.70 8.90 7.56 2.65 1.92

Note: Batteries to be mounted with 0.5 in. (1.25 cm) spacing minimum allowing free air ventalation. Specifications subject to change without notification.The above ratings do not include connector voltage drops.

&= TECHNOLOGIES, INC.

POWER SYSTEMS DIVISION

1400 Union Meeting Road
P.O. Box 3053 ¢ Blue Bell, PA19422-0858

(215) 619-2700 » Fax (215) 619-7899 « (800) 543-8630

customersvc @cdtechno.com
www.cdtechno.com

Part Number CLEI Number CPR Number Part Number CLEI Number CPR Number
TEL 12-30 PWCYALS1AA 560308 TEL 12-90 PWCYALX1AA 560308
TEL 12-30 (SLC) PWCYALT1AA 560309 TEL 10-90* PWCYALT1AA 560309
TEL 12-45 PWCYALU1AA 560310 TEL 12-105F PWCYALU1AA 560310
TEL 12-45 (SLC) PWCYALV1AA 560311 TEL 12-105FS PWCYALV1AA 560311
TEL 12-70 PWCYALW1AA 560312 TEL 12-125 PWCYALW1AA 560312
TEL 12-80 PWCYAMM1AA 127524 TEL 12-150F PWCYAMM1AA 127524
TEL 12-80 (SLC) PWCYAMN1AA 127525 TEL 6-180 PWCYAMN1AA 127525

Any data, descriptions or specifications presented herein are subject to revision by C&D Technologies, Inc. without notice.
While such information is believed to be accurate as indicated herein, C&D Technologies, Inc. makes no warranty and
hereby disclaims all warranties, express or implied, with regard to the accuracy or completeness of such information. Further,
because the product(s) featured herein may be used under conditions beyond its control, C&D Technologies, Inc. hereby
disclaims all warranties, either express or implied, concerning the fitness or suitability of such product(s) for any
particular use or in any specific application or arising from any course of dealing or usage of trade. The user is solely

specific application.
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responsible for determining the suitability of the product(s) featured herein for user’s intended purpose and in user’s
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